CHAIN LINK FENCE POST
(6'-0" MAX). CORE DRILL AND
SET IN NON SHRINK

GROUT

CHAMFER EDGES

MATERIAL VARIES,
SLOPE TO DRAIN
REFER TO PLANS

2" X 4" SHELF TO ADHERE INFILLED
SYNTHETIC TURF SYSTEM, ATTACH
PAD WITH GLUE AND / OR S.S.
SCREWS @ 18" O.C.

CAST IN PLACE CONCRETE SYNTHETIC

TURF ANCHOR, PROVIDE SMOOTH EDGES
AND ARCHITECTURAL QUALITY LIGHT BROOM
FINISH TO EXPOSED TOP, REBAR IF NEEDED

INFLLED SYNTHETIC
THOROUGHLY COMPACT TURF SYSTEM
|-~ MATERIAL AT EDGE

10" 4" 1.0

16"

0-0-0-0-0-0-0-0-0-0-0-90

FREE DRAINING
FINISHING STONE,
LASER GRADE ONLY

FREE DRAINING
BASE STONE

GEOTEXTILE

VARIES

- 6"

FABRIC

REFER TO DRAINAGE PLAN

PERIMETER DRAIN,

COMPACTED AGGREGATE
BASE COURSE

PROOF ROLLED OR COMPACTED SUBGRADE

NOTE : ADDITIONAL FOOTING DEPTH
MAY BE REQUIRED. CONSULT A LOCAL
DESIGN PROFESSIONAL.

REFER TO DRAINAGE
PLAN

4"
MIN.

CONCRETE HAUNCH
(OPTIONAL)

— 12— — 12—

146 FAIRCHILD STREET - SUITE 150

CONCRETE SYNTHETIC TURF ANCHOR WITH EMBEDDED POST .|~ DANIEL ISLAND, SC 29492
SCALE : N.T.S. SPB/NTUBF TOLL FREE : 1-877-686-TURF (8873)

PHONE : 843-936-6023
A PLAYCORE company
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