
146 FAIRCHILD STREET - SUITE 150
DANIEL ISLAND, SC 29492

TOLL FREE : 1-877-686-TURF (8873)
PHONE : 843-936-6023

CONCRETE SYNTHETIC TURF ANCHOR AT EXISTING TRACK
SURFACE

SCALE : N.T.S.
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NOTE :
IT IS IMPORTANT TO NOTE THAT THE INSTALLATION

DETAILS AND CONCRETE ENCASEMENT METHODS
ASSOCIATED WITH THE PRECAST CHANNEL DRAIN
SYSTEMS WILL VARY DEPENDING ON THE TYPE OF

SYNTHETIC TRACK SURFACE MATERIAL (POROUS VS.
NONPOROUS) AND TYPE OF CONSTRUCTION (NEW VS.

EXISTING) AND MORE IMPORTANTLY MUST BE BOTH DETAILED
AND INSTALLED PROPERLY TO INSURE WATER EVACUATION

AND PREVENT DAMMING.
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NOTE : EXISTING TRACKS CAN
VARY GREATLY. CONSULT WITH AN
EXPERIENCED DESIGN
PROFESSIONAL.

THOROUGHLY COMPACT
MATERIAL AT EDGE

INFILLED SYNTHETIC
TURF SYSTEM

FREE DRAINING FINISHING
STONE, LASER GRADE
ONLY

FREE DRAINING
BASE STONE

CONCRETE SYNTHETIC TURF ANCHOR,
PROVIDE SMOOTH EDGES AND
ARCHITECTURAL QUALITY LIGHT
BROOM FINSIH TO EXPOSED TOP,
PROVIDE CHAMFER AT EDGES

SHELF TO ADHERE INFILLED SYNTHETIC
TURF SYSTEM, ATTACH WITH GLUE
AND / OR STAINLESS STEEL SCREWS @ 18" O.C. (VARIES)
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