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SYNTHETIC TURF AT TRACK CHANNEL DRAIN
SCALE : N.T.S.
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NOTES :
1. BITUMINOUS CONCRETE WEARING COARSE TO BE LEVEL WITH DRAIN GRATE. RESILIENT TRACK SURFACING TO BE 12" HIGHER THAN DRAIN GRATE. BULL NOSE TRACK EDGE.
2. IF INFILLED SYNTHETIC TURF SYSTEM CONTAINS A RESILIENT PAD, THE PAD MAY ALSO BE SECURED TO THE CAST-IN-PLACE CONCRETE CURB. CONSULT WITH DESIGN

PROFESSIONAL AND PAD MANUFACTURER.
3. DESIGN OF CHANNEL DRAINS VARY PER MANUFACTURER. CHANNEL DRAIN SHOWN FOR GRAPHIC AND INSTALLATION INTENT ONLY. REFER TO SPECIFICATIONS FOR ACCEPTABLE

MANUFACTURERS.
4. IT IS IMPORTANT TO NOTE THAT THE INSTALLATINO DETAILS AND CONCRETE EASEMENT METHODS ASSOCIATED WITH THE PRECAST CHANNEL DRAIN SYSTEMS WILL VARY

DEPENDING ON THE TYPE OF SYNTHETIC TRACK SURFACE MATERIAL (POROUS VS. NON-POROUS) AND TYPE OF CONSTRUCTION (NEW VS. EXISTING) AND MORE IMPORTANTLY
MUST BE BOTH DETAILED AND INSTALLED PROPERLY TO INSURE WATER EVACUATION AND PREVENT DAMMING.
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