A PILE HEIGHT | PAD THICKNESS EXPOSED PILE
W/OPAD | 23"-23" 0 T30
W/ PAD A VARIES, 7" MIN. 2
CONVENTIONAL FLAT DRAIN ALTERNATE TRENCH DRAIN
L g:g;l'i‘g M TURF YARN MATERIAL
e NP s Ut pvep  pace

/

ELASTIC LAYER; PREFABRICATED

ROLLS / PANELS) IF APPLICABLE

6"~ = qm_ov

TYP

VARIES
4

g X H X

FLAT DRAIN, SLOPE TO PERIMETER

DRAIN, REFER TO DRAINAGE PLAN
FOR LAYOUT

PROOF ROLLED OR
COMPACTED SUBGRADE

FREE DRAINING FINISHING STONE

FREE DRAINING BASE STONE

NOTE : SUBGRADE SHALL
SLOPE TO SUBSURFACE
DRAIN LINES

7

GEOTEXTILE FABRIC

\ PERFORATED UNDERDRAIN, SLOPE TO
PERIMETER DRAIN, REFER TO DRAINAGE
PLAN FOR LAYOUT

TYPICAL INFILLED SYNTHETIC TURF SYSTEM PROFILE

146 FAIRCHILD STREET - SUITE 150
DANIEL ISLAND, SC 29492

SCALE : N.T.S.

TOLL FREE : 1-877-686-TURF (8873)
PHONE : 843-936-6023

SPB/N TURF
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